o VERSITRIM EXTENDER-A NOTES
VE RSICO - Unless otherwise noted, fabrication of
miters and accessories are furnished
FOR NON-STANDARD HEIGHT standard utilizing a non-penetrating
RO O FIN G SYSTE M S quicklock joint, then factory sealed
watertight.
FASCIA, COPING, EXTENDER OR TRIM ABOVE - Wet'de_dl fﬁ_cissoriesg%qsuoi[e a minimum
material thickness of .
EXTENDER FORMED IN 12'-0" LENGTHS - For non-90 miters, see separate print
approval
. / CONCEALED SPLICE, 4" WIDE - Product should be installed per provided
N -~ | installation instructions
11/2" 3 1/2" - ANSI/SPRI/FM 4435/ES-1 Test Pressure
1 » up to 107 psf
OVERLAP /
N
APPROVALS
NAILS (PROVIDED) @ 12" O.C.
MEASUREMENT MIAMI-DADE COUNTY
EACE APPROVED
MIN=2"
MAX=13" ANSI/SPRI/FM 4435/ES-1
r Test Pressures listed in notes
15/8"
| ROOFING MEMBRANE
24 GA. CLEAT FORMED IN 12'-0" LENGTHS PROJECT INFO
N : Project Name:
MATERIAL Architect:
DIMENSIONS |
Please Fill Out Dimensions On Drawing [ 24 Ga. Galv. Steel Color: | | Roofing
L. oofing Contractor:
022 Ga. Galv. Steel Finish| | |
[J.040” Aluminum Substrate: [] Wood
» H If substrate is no
D OSO A|Um|num given, :Notod fast:ners D Masonry ProjeCt Type
D 0637 Aluminum will be provided. D Metal
D OTH ERI=| By selecting this box you have verified and
D confirmed that dimensions, sizes, and quantities
LAl
QUANTITIES broducte wil be : ,
installed in strict SHT #: OF
[ Jiineal Feet 12-0” Lengths) [ Right Endwall Flashing e vt s/ 2
DATE:
. . Left Endwall Flashin
[ Toutside Miter (90°) [ 1] d o] |omuer_m
:l Inside Miter (90°) Versico CKD BY: MM
I:l Right Endcaps Aocessory Type: Customer Service 18014-23171
d P [0 Quicklock (Default) 8005552162 Dwe # 00T
etal-Era
. B
:l Left Endcaps O Welded (Surcharge) REV:




Nt VERSITRIM EXTENDER-A
VE RSICO STANDARD ACCESSORIES

ROOFING SYSTEMS
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ENDWALL FLASHING
INSIDE MITER LEFT HAND SHOWN

NOTES

- Standard miter angle is 90 degrees

- For special miter requirements, attach
sketches or consult manufacturer for
assistance.
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