
PermaSnap Cantilever Coping  for EIFS, Brick, and Panels

PermaSnap Cantilever Coping is the perfect solution for attachment to 
a parapet wall with a non-structural exterior building facade. 

Conditions such as EIFS, brick, or panels don’t allow for traditional 
anchoring to the exterior building structure, but PermaSnap Cantilever 
Coping’s unique support brackets bring extra stability to the roof 
edge system when attachment is required from the outside facade. 
It has a full snap-on design with galvanized steel anchor clips and 
factory-applied stainless steel springs that ensure long-term positive 
attachment. PermaSnap Cantilever Coping is custom fabricated in 
sizes to meet specific job requirements.

VERSIONS
- Single Cantilever
- Dual Cantilever

COVER MATERIALS
- 24 ga. Steel
- 22 ga. Steel
- .040” Aluminum
- .050” Aluminum
- .063” Aluminum

SINGLE CANTILEVER TESTED SIZES
- Face: 3.5" (Min) 10" (Max)
- Back: 2.75" (Min) 4" (Max)
- Wall: 8" (Min) 24" (Max)
- Cantilever Distance Over EFIS/Panel/Brick: 1" (Min) 10" (Max)

DUAL CANTILEVER SIZES
- Face: 3.5" (Min) 12" (Max)
- Back: 3.5" (Min) 12" (Max)
- Wall: 8" (Min) 24" (for 24 ga. and .040") 32" (for 22 ga., .050", and .063")
- Cantilever Distance Over EFIS/Panel/Brick (Front and Back): 1" (Min) 6" (Max)

20 Year, 120 MPH Wind Warranty

ANSI/SPRI/FM 4435/ES-1 Tested*

FM Approved for Wind Uplift Protection*

Miami-Dade County Approved*

Variety of Colors, Sizes & Materials

Easy Install = Decreased Labor Costs

PermaSnap 
Cantilever 
Coping
At-A-Glance

Single Cantilever
Version

*Single Cantilever Version only.
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10 Express Colors for Quick Shipping

Express, standard, and premium colors 
and finishes are available to meet your job 
requirements and includes a 30-year Kynar 500® 
finish warranty on coil-coated standard colors. 
Custom colors are also available. For the most 
accurate color representation, contact us to 
request a paint chip.

Dark BronzeBone White CityscapeAlmond

Medium 
Bronze

Sandstone Sierra Tan Slate Gray Stone White

Also available in Mill Finish.

Clear 
Anodized

Easy and Efficient Installation

Simple, snap-on design with no crimping

PermaSnap Single Cantilever Coping

Pre-punched slotted fastening holes to 
ensure proper attachment and thermal 
movement 

Prefabricated miters and accessories to 
prevent need for field fabrication

Provided in 12’-0” lengths for quicker  
installation and lower labor costs

13
8"

5
8"

12" WIDE ANCHOR CLIP CONSISTS OF
20 GA. GALV. RISER
16 GA. GALV. BASE

FACTORY ASSEMBLED
SPACING DETERMINED BY MANUFACTURER

ALL FASTENERS PROVIDED

EIFS,
BRICK OR

PANEL

COPING COVER
(12'-0" LENGTHS)

8" WIDE CONCEALED SPLICE
PLATE WITH DUAL NON-CURING
SEALANT STRIPS AT EACH JOINT

3
8" SPACE PROVIDED

FOR WALL VARIATIONS

MAX. 10"

COVERAGE

MIN. 7"

ACTUAL WALL SIZE
MIN. 8"

MAX. 32"
MAX. (TESTED) 24"

CAN NOT
EQUAL OR EXCEED

NAILER WIDTH

INSIDE FACE
MIN. 2 3/4"

MAX. 6"
MAX. (TESTED) 4"

OUTSIDE FACE
MIN. 3 1/2"
MAX. 12"

MAX. (TESTED) 10"


