COPING CAP FORMED IN 10'-FT. LENGTHS
CONCEALED SPLICE, 6-IN. WIDE
16GA CLEAT FORMED IN 10'-FT. LENGTHS
MEMBRANE BY OTHERS
OPTIONAL SHIM BY INSTALLER

FACE
MIN=3-IN.
MAX=12-IN.
1/2-IN.

1-1/2-IN. SS RING SHANK NAILS, PROVIDED
1-1/2-IN. SS RING SHANK NAILS, PROVIDED FOR FACES 6-IN. AND GREATER

WALL
MIN=4-IN.
MAX=36-IN.

BACK
MIN=2-IN.
MAX=8-IN.

#9 X 1-1/2-IN SS SCREW WASHER, PROVIDED
SHIM AS REQUIRED

3/8-IN. WALL ALLOWANCE

ROOF SIDE

CONTACT OMG FOR APPROPRIATE CONDITION NEEDED TO MEET/EXCEED ANSI/SPRI/FM435/ES-1 DESIGN CRITERIA

APPLICATIONS
SINGLE-PLY MEMBRANES
INTEGRAL MEMBRANE

NOTE:
SEND TO ROOF MEMBRANE MANUFACTURER FOR THEIR APPROVED INSTALLATION DETAIL.